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Gable Greenhouse Instructions 

Part 1; 

Build The Base Frame 

Photo below shows connector components in this basic 12x12 kit. Self Drilling tech screws are 
included with kit. 

 

 

 

 

 

 

 

This kit requires 16 gage or heavier 1 3/8” chain link fence top rail tubing. Here we are building a 
12’x12’ greenhouse frame however you can change the width and frame spacing to meet your own 
needs. 

Purchase enough 1 3/8” tubing to build the basic 12x12 shown in Carols video you will need: 

  

 

 

 

 

 

 

 

Begin by building the base frame. From the kit you will use four 3‐way corners, four splicer’s (if using 
un‐swaged tubes) and  four Tee’s. (one splicer is missing from photo but it is in the kit) 

Cut list for 1 3/8” tubing required to build Basic 12x12 Gable Frame 

5 ea. 1 3/8” tubing       144” inches long (2 end base rails, 3 purlins) 

2 ea. 1 3/8”  tubing       141 ¼” inches long (side base rails) 

8 ea.  1 3/8” tubing       83 5/8” inches long (rafters) 

4 ea.   1 3/8” tubing      78” inches long (cross strut brace on rafters) 

Extra tubing‐‐‐‐cut  8 side poles the length you want the sidewall height to be up to 72” max. 

Extra tubing required to frame up whatever size conventional door openings you choose. 

If you choose scissor door option you will need 4 ea. 10 ft long 1” emt tubing 
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But first we need to mark the location of the tee’s onto the 3 purlins (the 144” tubes) and 2 side base 
rails (the 141 ¼” tubes)  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Both the front and rear end base rail must be 144” long before installing them into the 3‐way corners, 
it can be one joint 10’6” long factory joint, if the factory tubing has a small swaged end and they 
usually do then add a 21 ¼” pc onto the swaged end full joint in which case you will not need to use 
the supplied splicer’s. The measurement of the added pc will be longer if using un‐swaged or tubing 
other that 10’6” factory length tubes. 
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Part 2;  

Build The Four Gable Frames 

Photos show frame in vertical position for reference only.  

First build the two end wall frames. 

On level ground slide the two rafters into the peak connector and tech screw in place. now 
place the eve connectors on the ends of rafters, then slide the post into the opposite end of 
the eve connector. Tech screw the eve connector to the rafters and post.  Using the angle 
brace connectors slide the connectors into the ends of the 78” tube and tech screw them in 
place. Position the clamps so they are the same distance down each rafter and tighten them 

securely. Then build the second end frame the same. 
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Part 4; 

Installing The End Frames 

Install the two end frames (first two frames you built) These two frames have the post 
installed. 
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